
Breakthrough High-capacity Cooling for Server Rooms 

• 25,000 Btu/h total  
 cooling capacity

• High sensible cooling –  
 ideal for server rooms

• Environmentally-friendly  
 design – 14 SEER, variable- 
 speed compressor, R410A  
 refrigerant & RoHS compliant

• Compact, self-contained unit is  
 easy to install

• Wall mount controller offers advanced  
 programmability and settings

CM25

Based on breakthrough engineering 
technology, the MovinCool CM25 
ceiling-mounted air conditioner offers a 
combination of features and benefits simply 
unavailable elsewhere on the market today.

The compact, self-contained CM25 is 
specifically designed for server rooms and 
other spaces with high heat loads. The 
CM25 provides dedicated air conditioning 
that is essential in protecting heat sensitive 
equipment against costly damage. It offers 
a high, sensible cooling capacity, plus a 14 
SEER rating, made possible by an energy-
saving, variable-speed inverter compressor 
and inverter fan motors.

The CM25 comes standard with a state-of-
the art, wall-mounted controller that offers 
advanced communications, monitoring 
and self-diagnosis capabilities. Besides the 
unit’s 14 SEER rating, additional green 
features include R-410A refrigerant and 
RoHS compliance.

The CM25 is only 20” high, so it can  
fit in tight spaces. A built-in mounting 
bracket, along with built-in flanges and 
vibration isolators, allows easy installation 
above a drop ceiling, using standard, 
off-the-shelf hardware. Its unique self-
contained design also eliminates the 
need for refrigerant connections, further 
reducing installation costs.

 

 

20”

32”

Works with 
Fire Alarm Control 
for Safety Shut-Off

14 SEER 
R-410A 
RoHS Compliance

Built in 12” Flanges 
Detachable Flanges 
Enable Easy Installation

Inverter 
Compressor

18,900 Btu/h
Sensible 
Cooling

Signal Output 
Connects to Building
Control System

Inverter Fan Motors
Standard 
Internal Pump

Built-In Mounting Bracket 
Vibration Isolator Included

53”
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TECHNICAL SPECS CM25

Electron ic  Features Operat ion
Contro l

Wal l  Mounted Contro l ler
Programmable

E lectr ica l  Character ist ics Voltage Requirement
Recommended Fuse S ize
NEMAPlug Conf igurat ion
Min.  Max.  Vo l tage

1 Phase,  208/230V 60 Hz
20 amps
N/A
198-253

Cool ing Capac i ty
Evaporator:  80°F,  50%RH
Condenser:  95°F,  50%RH

Tota l  coo l ing capac i ty
Sens ib le  coo l ing capac i ty
Power Consumpt ion
Current Consumpt ion

25,000 Btu/h1

18,000 Btu/h1

2.90 kW1

12.6 amps1

Cool ing Capac i ty
Evaporator:  72°F,  50%RH
Condenser:  95°F,  50%RH

Tota l  coo l ing capac i ty
Sens ib le  coo l ing capac i ty
Power Consumpt ion
Current Consumpt ion

25,000 Btu/h1 
18,900 Btu/h1

3.20 kW1

15 amps1

SEER 141

Evaporator Fan Type
Max.  A ir  F low -  h igh/ low
Max.  Externa l  Stat ic  Pressure

Centr i fuga l
950/800 CFM
0.6 IWG

Condenser Fan Type
Max.  Ar F low -  h igh/ low
Max.  Externa l  Stat ic  Pressure

Centr i fuga l  
1,600/1,300 CFM
0.5 IWG

Compressor Type
Output

Hermet ic  Swing Inverter
1.38 kW @ 60 RPS

Refr igerant R-410A 2.31 lbs

Dimensions (w/ f lange) W x D x H 57 x 36 x 20 in

Net Weight/Sh ipp ing Weight 310/353 lbs

Power Cord Gauge
Length

N/A
N/A

Condensate Tank Capac i ty Auto Pump Inc luded with  
a  4ft  l i f t  capac i ty

Operat ing Condit ions Min.  Max.
(@ 50% RH)

60°-95°F (Evaporator) 1

50°-113°F (Condenser)1

Max.  Duct Length Per Cold Duct Hose
Hot Duct Hose

120 ft 2

90 f t 2

Max.  Sound Leve l w/Condenser -  Duct h igh/ low
wo/Condenser -  Duct h igh/ low

55 dB(A)
N/A /  N/A

1 Measured with two 20 ft ducts with one 90° bend each, supply grill and return grill with filter (0.30 IWG external static pressure)
2 Confirm pressure drop of duct, grills and filter with manufacturer’s specifications (ducts not included) 


